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10 INTRODUCTION
1.1  Need For ThisVerification Testing Plan

This document is the ETV Teding Plan for evaduation of water trestment equipment utilizing the ion

exchange processfor nitrateremoval. The Safe Drinking Water Act and its state counterparts set Sandards
for water quaity regarding certain contaminants, which are known to occur in public water supplies. The
frequency of testing for these contaminantsis aso specified. However, the Act does not set sandardsfor
the design, performance, testing or operation of treatment facilities for the regulated contaminants. To a
certain extent, individua Sates place requirements on some of these areas not covered by the Act. For
example, there are training and certification programsfor operators of treatment plants and desgn reviews
given to proposed treatment facilities followed by a plant operating permit procedure. However, in most
cases, operator training and design reviews are not familiar with the variety of desgns, which use the
gpecidizedion exchangetechnologies. ThisETV Tedting Plan provides background information and testing
procedures, which will be of service to owners, operators, state regulators and manufacturers who must
ded with these unfamiliar technica subjects. The responghility to make effective trestment rests with the
States and the professond disciplines and organizations involved in the effort and in particular on the
equipment designer and supplier or manufacturer of the trestment system.

Under the ETV tegting program, it is the manufacturers responghility to retain a qudified Fied Testing
Organization to conduct tests on the plant by following an NSF approved preset testing plan contained in
the Product- Specific Test Plan (PSTP). Other subjects treated in the PSTP are set forth in the ETV
Protocol Document, 'EPA/NSF ETV Protocol For Equipment Verification Testing For Remova Of
Nitrate: Requirements For All Studies”” This Equipment Verificatiion Testing Plan is gpplicable only to
processes using ion exchange materids as the mediain the nitrate remova processes.

1.2  Manufacturer’s Responsibility

In order to participate in the equipment verification processfor nitrate removal, the equipment Manufacturer
ghdl retain a qudified Fidd Testing Organization to employ the terminology, procedures and methods
described in thistest plan and in thereferenced ETV Protocol Document as guiddinesfor the devel opment
of PSTP. The testing procedures shal generdly follow the tasks that are outlined and described in this
document. An attempt has been made to provide test descriptionsto be appropriate to al processesusing
ion exchange rather than to a specific design of a process. However, variaions in these tasks may be
required to modify or adapt to specific process designsor plant situations. A suggested outline and format
of the procedureswritten by the Field Testing Organization for each task isgiven. The outlinefor each task
will usudly contain the following sections

Introduction
Objectives
Work Plan
Schedule
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Anoverview of the Tasksisgivenin Section4. A lig of definitionsand terms, which are peculiar particular
to nitrateion exchange, isgivenin Section 6. The specific Tasksto beincluded in each PSTP are described
in Sections 7 through 13.

2.0 GENERAL BACKGROUND ON ION EXCHANGE PROCESSES
21  Description of Processes

Thisverification testing plan gppliesto awide scope of equipment typeswhich useion exchange processes.
Thereisnolack of creativity among ion exchange process designerswho have had over fifty yearssincethe
avalability of synthetic ion exchange materids to exercise thar ngenuity. It is not the intention of a
specificaly defined test planto limit this scope nor to discourageinnovation. On the other hand, regardless
of novelty, dl ion exchange processes are governed by the same basic ion exchange reactions which

constitute the various processes.

Among variousion exchange materids avallable for nitrate exchange, synthetic polymeric resnsthat carry
exchangesble anionsaremost widdly used. Regardiessof exchange materids, the nitrate exchange process
can be expressed in two steps, adsorption and regeneration as shown below:

(Ion Exchanger )CI” + NO,, ® (1on Exchanger )NO;, +Cl

3(aq)

Adsorption Step

(aq)

(1on Exchanger )NO; +Cl pring ® (1on Exchanger )CI + NO;, iy Regeneration Step

The Adsorption Step consists of contacting the nitrate-laden water supply with abed of 1on Exchanger in
the chlorideform. Thenitrateion isremoved from the water and, in exchange, the chlorideion isadded to
thewater. The opposite exchange occursin the Regeneration Step wherethe lon Exchanger isrestored to
itsinitid chloride condition where, after rinang, it can be reused.

I the processwere 100 percent efficient, only one chlorideion would berequired to remove onenitrateion
from the water supply. In terms of energy demands, the Adsorption Step occurs with the equilibrium
favoring the product side of the reaction, nitrate ion is much preferred by resinsin preference to chloride.
All resinsare selectivefor nitrate over chloride. Therefore, for the Regeneration Step, an energy price must
be paid by using an excess of chloride to drive the reaction to the right.

The nitrate exchange process can be represented by asingle overal metathesisor exchangereaction, which
isthe sum of two reactions (adsorption and regeneration steps) with aresin giving anet result:

NQ,

3(aq)

+ CI;brine) ® Noé(brine) +Cl, Badsc Nitrate lon EXCha'Ige

(ad)
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Wherein a chloride ion from a concentrated brine replaces a nitrate ion in the untrested water. The net
resultisremoval of nitrate from thewater supply and production of waste nitrate brine. Thewater softening
process can be represented by asmilar net exchange reaction:

Ca(zf:q) + 2Na(+b|rine) ® Ca(zt:rine) + 2Na(+aq) lon EXChaﬁge S)fte’]lng

Superficidly, the processes appear dmilar; but they are quite different because of the different
gtoicheometrieswhich drastically influence processefficiency. Inthe nitrate/chloride exchange, the number
of nitrateionstransferred to the brineisdirectly proportiona to CI (ine according to the law of massaction.
To drive the nitrate reaction to the right, an excess of chloride brine ions is required. However, in the
softening case, the amount of waste calcium ions transferred to the brine is proportional to (N&' (eing)”
according to the mass action law. In the case of waters of norma hardness, and the usua brine
concentrations, the efficiency is nearly 100 percent, requiring relaively little excessbrine. Processdesigns
for efficient water softening, therefore, are not directly gpplicable to nitrate removal.

Because the basic process is carried out indirectly through a sequence of steps, efficiency is greatly
dependent on the nature of the ion exchanger and the physica methods used to bring the water supply into
contact with the lon Exchange medium and then to carry out theregeneration. ThisStuationinvitesavariety
of process designs each employing specific chemica, hydraulic, and mechanica methods. 1n the softening
case, both the adsorption and the regeneration reactions favor the right hand side of the two equations
because of the divdent nature of the cacium ion. (This is probably the least understood aspect of

comparisons between nitrate ion exchange and softening). The practica result isthat near stoichiometric
quantities of salt regenerant are required in softening, whereas in the nitrate case ten (or higher) to one are
required for a complete regeneration.

Thedesign must bring thewater supply into close contact with the lon Exchanger over agpecifictime period
and in a three-dimengond uniform flow. Engineers have devised severd waysto do thisbut it is usudly
done by placing thelon Exchanger in afilter bed or columnar arrangement, distributing the untreated water
over the bed and dlowing water to flow through at uniform rates; then uniformly collecting the treated water
near the exit of the bed. The same type arrangement is used for the Regeneration Step.

The competition between the mgor ions present in awater supply for taking over an ion exchange siteis
aso great enough to be of concernin the design of the equipment and the process. After the lon Exchanger
is exhausted, the different ionswill be concentrated in the resin bed according to the chemicd equilibrium
laws of chromatographic distribution. Consequently, the use of different ion exchange resns and different
methods of adsorption and regeneration are employed to overcome any difficulties, which thismay cause.
For example, the regenerationswill be conducted by flowing the regenerant through the bed in the same or
opposite direction that the water flows in the adsorption step.

Rinsng and wadting the brine from the bed is dso performed in different ways and givesrise to different
ringng efficiencies. 1n some cases sophisticated designswill reuse a least some of the rinse water, waste
brine, or backwash water. Further variationsin process desgns are made to ensure that theresn bed is
adways in a uniformly packed condition to prevent channding of fluid through the bed and reducing the
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physica contact time between the resin and the fluid.

In essence, each manufacturer has alarge number of variablesto dedl within how to accomplishthesmple
Basic lon Exchange process with the particular design and operation of plant equipment. Each may clam
some aspect of the design, which makesit superior to another, or make some claim regarding proprietary or
breakthrough designs.

2.2  Classfication of Nitrate lon Exchange Processes

For the purpose of this verification testing plan the different process designs will be classified according to
common characteristics and expected performanceleves. For example, desgn Class 1 will usudly beused
for samdl unitswhere process efficiency and waste production are of little concern, but high reiability, ease
of operation and water quality objectives are important. In contrast, other design classes may be used
wherethereisconcern about waste disposal and may require more sophisticated regeneration procedures,
adding to the complexity of operation. One cannot, therefore, Sate that one design issuperior to the other,
but only to the extent that the trestment and other related objectives are Smilar.

The verification testing program will verify manufacturer’ s objectives regarding the performance of the
equipment.  The manufacturer will dassfy the design according to the following design classfications,
provide flow diagrams of the design and provide projected performance characteristics of the plant.

2.2.1 Fixed Bed Designs

Fixed bed designs employ the ion exchange resin placed in avessd that is gationary and within
which both the adsorption and regeneration steps are conducted. The contact between resin and
the water (or regenerant) is accomplished by flowing the water (or regenerant) through the
dationary vessel. Thisis the most common type design. (Some movement of the resin occurs
within thevessd during the backwash, declassification, and rinang procedures.) The placement and
operation of anumber of valves accomplishesthe changesin theflow of fluidsthrough thebedina
fixed bed design.

2.2.1.1 Class 1. Conventional Fixed Bed. Thisisthe smplest type of desgn and usesthesame
equipment and regeneration method that is manufactured for water softener use. Instead of usng a
resin for softening water (cation exchangeresin) thisresin isreplaced with an anion exchangeresin.
The specific gravity of anion exchange resins is much lower than cation resns. Therefore, the
backwash step and theion exchange vessd internal components may need to be modified for anion
exchange processes. Thebed isrunto near exhaustion, then regenerated with excess st to ensure
regenerdion in adown flow direction then rinsed. 1t is commonly thought, athough erroneoudy,
that nitrate ion exchange differs only from water softening in the kind of resin that is used and the
chemicd, physcd, hydraulic, and regeneration processesareidentica (seeabove). Although such
designs may remove nitrate and operate rdliably, they will dso use excessve sdt regenerant and
may aso produce excessve wastewater. A Class 1 design is likely to be low in capitd cost
because no specid design considerationsfor nitrate remova chemistry areincluded and designsare
made for the softening mass market. Normally, the sequence of stepsfor onecycleinaClass 1
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design is adsorption, back wash, regeneration and finaly, rinse.

2.2.1.2 Class 2. Up Flow Regener ation Fixed Bed. Thisfixed bed design employsregeneration
in an up flow regeneration mode. Didtributors within the vessdl and vaving are designed to
accommodate this design feature. Again, thistype of designis primarily used in softening where
very low leves of contaminant ion are required to meet water qudity objectives. Problems
encountered are that when brine flows upward through the resin, the distance between resin

particles tends to increase, as the bed tends to expand upward. The result isthe regenerant will

channel through the bed with reduced contact with theresin. Designers must somehow compensate
for this problem, e.g., by employing a blocking flow.

The advantage of this design is that the resin a the bottom of the bed has virtudly dl nitrate
removed so when the bed is placed in service, no nitrate gppearsin the initia portion of product
water. However, continued production causes nitrate to gradualy rise, with arate dependent on
amount of regenerant used. A second advantage of this design can beredized if the nitrate on the
resin is concentrated at the top of the bed when regeneration sarts. Large amounts of nitrate can
be removed from the top of the bed by the regenerant and give good regeneration efficiency. The
amount of nitrate at the top of the unregenerated bed varies with water composition. If sulfateis
present, sulfate concentratesat the top of the bed and thisadvantageis diminished or can becomea
disadvantage. Inthe latter case, declassification of the resin before regeneration can move some
nitrate to the top of the bed.

In generd, a Class 2 design can give aproduct water very low in nitrateinitidly. The more nitrate
removed from the treated supply, the more untreated water can be blended into give an acceptable
nitrate level. Thisin turn is trandated into use of smdler sized vessd's and amounts of medium
(lower capital cost). However, greater sdt demands are the trade off.

2.2.1.3 Class 3. Fixed Bed With Partial Regeneration And Declassification. Thismethod
was developed by the USEPA for demongtration in McFarland, Cdifornia, and is employed in

severd locaionsinthe U.S. wheresulfateis present inthefeed water. Thisdesignismore complex
than the above systems to minimize the amount of brine and wastewater. The process uses
modified vessd designs with efficient flow digtributors and bifurcated collectors. Down flow

adsorption is directly followed with down flow regeneration. This takes avantage of the
concentrated nitrate at the bottom of the bed at the end of the adsorption cycleto give high nitrate
removd efficiency. Thebedisonly partidly regenerated, i.e. largeamountsof brinearenot used to
remove al nitrate from the bed, only sufficient nitrate isremoved to meet water quality objectives.
The next sep isto declassfy the bed, (accomplished by aseriesof five uneven back washesviathe
bifurcated collector design, to mix the bed) and digtribute the nitrate remaining on thebed uniformly
throughout the bed. Thisis necessary to give aconstant leve of nitrate in the product water asthe
bed is exhausted.

The advantages of this design are more efficient use of brine and less wastewater production than
the above designs especidly if sulfate is present.
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2.2.2 Moving Bed Designs

Moving bed designs require that the resin bed (or part of the bed) move from place to place at
some part of the processcycle. Anexampleisto use one vessd to perform the Adsorption Step,
then removeresin and placeit in asecond vessel where the Regeneration Stepisperformed. Then
move the regenerated resin back into thefirst vessdl. One of the advantages of thistype designis
that lessresin inventory is required.

2.2.2.1 Class4. Loop Designs. Thesedesignsaredso referred to asmoving packed beds or by

different names such as Higgins or Asahi and their variations and have a place in the history of

nitrate treetment, being thefirg large-scaeplant design used inthe U.S. a Garden City Park, N.Y.

Their common feature isthe movement of resin from one vesse to another for different partsof the
cycle.

In the Higgins Loop reactor, the adsorption occurs in a down flow mode through afirst vessd.
Then, thetop portion of the bed ismoved (pulsed) to aregeneration vessd and regeneratedresinis
pulsed back to the bottom of the first vessel. The adsorption and regeneration steps can be
conducted smultaneoudy but in different vessals. Advantages depend on water quality. OnLong
Idand, low sulfate water concentrated nitrate at the top of the bed, which isefficiently regenerated
and the down flow mode in a separate vessdl avoids the channeling problems encountered in the
fixed bed Class 2 design. Further advantages claimed are that lower resininventories are required
making capital cogtslower. Criticscdamlow resinlife, because of resn trition caused by pumping
resin durries from one vessd to another.

The Asahi design is quite complex. Some features are:

1) up flow adsorption and high flow rates, which pin the bed to the top portion of the
adsorption vessdl, while the lower portion of the bed is moved by fluidization to a
regeneration vessd,

2) dfter exnaugtion theflow stops, the bed fallsand drawsin regenerated, rinsed resnad

3) dbsorption flow isgtarted again, pinning the fresh resin againg thetop of the vessel and
moving the spent lower portion to regeneretion.

The advantages appear to be the same asthe Higgins reactor except resnismoved by fluidization
rather than mechanicd pumping.

2.2.2.2 Class 5. Carousel Designs. In thisdesgn, the resn bed moves within severd vessals
within which resinis contained. The vessd's are mounted in “merry-go-round” configuration and
gradualy step from position to position by rotation of the entire mechanism. Thecircular platform
dructure contains orifices through which the fluids enter and exit the individud vessdls. When the
vesselsarein postionseg. 1 through 10, they arein the adsorption section of the carousdl. When
they arein positionseg. 11 through 15, they arein the regeneration section, and findly when they
are in the lagt section, the vessdls are rinsed.  This design has potentid to have the highest
regeneration efficiency and lowest wastewater production because various piping arrangementscan
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eadly recycle brine and rinse water.

3.0 NSFQUALIFIED TESTING ORGANIZATIONS

Tegting and eva uation of equipment covered by thisVerification Testing Plan will be conducted by aField
Tedting Organization that is quaified by the NSF and selected by the Manufacturer. The water quaity
andytica work to be carried out as a part of the Verification Testing Plan will aso be contracted by the
manufacturer with a state- certified, third party- or EPA-accredited laboratory.

40 OVERVIEW OF PHASESAND TASKS

The PSTPwill include a Testing Plan with detail ed tasks described and scheduled that will be followed by
the NSF qudified fidld testing organization. The PSTP plan will be formulated by the Field Testing
Organization to be effective for the particular plant design, operation and field situation. Wide varigbility in
PSTP plansis anticipated because of these factors. The tasks listed below and detailed throughout this
document are formulated to represent the cntent, vocabulary, organization and qudity of testing and
eva uation procedures anticipated by NSFto beincluded in any PSTP. The Feld Tegting Organization may
add other tasks. If the tasks listed below are diminated or substantialy modified, a reason for doing o
should be given.

Three phases of testing are to be included in the Verification and Testing Plan.

Thefirst phase consistsof preparation and plant start up. The scope of this phasewill depend on
whether or not the equipment has dready been inddled at a trestment plant Ste and is dready
tregting water or if the plant will be ddivered to the ste and will require set up and start up
procedures.

A mesting of testing personnd with the plant manufacturer will be held to review the materid
contained in the PSTP presented by the Field Testing Organization. Much materia regarding the
plant and its operation were provided in the PSTP as set forth in the "EPA/NSF ETV Protocol For
Equipment Verification Testing For Remova Of Nitrate: Requirements For All Studies” This
materid will include, desgn classfication, drawings and diagrams of the plant design, the Start up
and operating procedures. This meeting will alow any questions concerning the plant and the
testing program to be addressed. The manufacturer will confirm the itemswhich will betested for
during the program and present the objectives concerning operation, make projections of the plant
performance characterigtics, and review any critica or key measurements to be made.

The meeting or a part of the meeting should take place at the treetment plant site where various
features and components can be directly pointed out and demonstrated. If the plant is not yet
gtarted, the start up could take place at thistime.

- Thesecond phaseisthefield testing phase, which will evauate performance of the equipment over
a 60-day period.
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The third phase will be conducted throughout the testing period to ensure that the data are
collected in ardiable and retrievable manner, properly and completely reported on atimely basis.
A DaaManager will be reponsble for these tasks.

The three phase Testing Plan outlined below is comprised of 8 separate tasks, which are outlined in the
following sections.

4.1  Phasel. Preparation
4.1.1 Task 1. Preparation, Coordination, Start Up

An orientation meeting will be held in preparation for the testing program.  The manufacturer will
meet with the field testing organization personne to review the plant and process desgn and darify
the testing program and schedule. It is recommended that a field vist to the plant be made to
acquaint the testing personne with details of the plant Ste.  Discusson of the program, its
objectives, and responghilities of each participant will be clarified. If the plant is not aready
operating, the plant will be started approximately 15 days before field tests begin.

4.2 Phase?2. Fidd Testing
421 Task 2. Initial Plant Characteristics

Initial tests will be conducted to measure the plant’ s basic capabilities and cheracteristics. These
testswill be conducted to produce base line information, which can be used to evaluate changes,
which occur asthe plant ages. If the plant does not meet water quality objectives, the Fidld Testing
Organization will be natified and adjustments made.

4.2.2 Task 3. Daily Testing and Data Collection

Routine measurements and datarecording will be conducted on adaily basisfor at minimum a60-
day test period.

4.2.3 Task 4. Cross-Connection And Mechanical Inspection

Two certified or registered professionaswill perform ingpections of plant equipment and operation:

1) a cross-connection specidist will ingpect and test dl cross-connection control and back
flow prevention devices, and

2) a mechanicd engineer will ingpect dl dectricd and mechanica equipment for proper
placement and operation.

4.2.4 Task 5. Evaluation of Secondary Data

Data obtained by the owner/operator the 60-day period during regular plant operation will be
reviewed to evauate the data collection, management and reporting system of the plant. The
accuracy of the data and information as well as its adequacy will be evduated. Datafound to be

April 2002 Page 3-13



accurate can be used to supplement the eva uation and testing program.
4.25 Task 6. Continuous Nitrate Analysisand Monitoring

In order to evaduate the rdiability and gability of the plant operation. Frequent sampling and
andysis of the three different streams (feed, treated and blended) for nitrate levels should be
performed. High frequency sampling (a approximately sx-minute intervals) is best done with

modern nitrate measuring indruments. Because of recent improvements and the popular use of

automatic nitrate monitoring instruments at severd nitrate plant locations, it is highly feesbleto do
close monitoring of nitrate levelsin multiple process streams. It is highly desirable that one nitrate
monitor be used to monitor three different process streams over a period of 60 days. If an

automatic monitor is not used, manua samples should be taken from the three different streams as
frequently asfeasble for andyss.

4.2.6 Task 7. Quality Assurance and Quality Control

A Quadlity Assurance and Quality Control (QA/QC) program will be followed to ensure adequate
qudlity of the data collected.

4.3  Phase 3. Reporting
4.3.1 Task 8. Data Collection M ethods, Management and Reports

Data collection, management and reporting will betasks, which areclosdy integrated. The contents
of thedraft and find report will include specific summaries and itemsto complete the eva uation of
the plant performance.

5.0 TESTING SCHEDULE

The PSTP will contain a Schedule of Tasks.

Task 1, Preparation, Coordination and Start Up, shdl be performed before the plant testing program
begins. The plant shall be operated for at least ten cycles before tests can begin.

Task 2, Initid and Find Plant Characterization, shal be performed at the beginning and end of the 60-day
test program.

Task 3, Daly Testing and Data Collection, typicd water qudity and operationa monitoring shdl be
performed at |east three times per day and additiona data collection shall be performed every two weeks.

Tasks 4, Cross Connection and Electromechanica Inspection, and 5, Operation Evauation and
Examination of Records, will be done near the end of the 60-day test period.

Task 6, Continuous Nitrate Analysis and Monitoring, shal be a least three times per day over the 60-day
test period
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Tasks7, QA/QC, and 8, Data Collection Methods, M anagement, Reporting, will be conducted throughout
the test program.

6.0 TERMINOLOGY FOR VERIFICATION TESTING AND EVALUATION
6.1  Perspectiveon Terminology

A uniform and consgtent terminology shdl be used for the evduation, testing, and reporting of nitrate
systems. Thiswill alow potentia usersto make direct comparisons between different sysemsand be able
to choosethe mogt suitable system for their needs. Unfortunatdly, ion exchange technology isnot consstent
and varies with the gpplication of interest. A set of terms will be used tha are derived from the Safe
Drinking Water Act (SDWA) itsdlf, from standard chemical terminology, and which are specificaly related
to nitrate ion exchange. It is necessary to make distinct and precise definitions because the ion exchange
process, as used for nitrate remova from municipal water, isareatively new and highly specidized water
trestment method. 1on exchange for nitrate remova is considerably different from older and widdy used
technologies of ion exchange for softening or ion exchange for deminerdization. Because of these
differences, a different terminology is used to be compatible with the SDWA and to represent the
technologica differences between nitrate remova and other gpplications such as softening.  Although this
discussion will gppear superfluous to those skilled inion exchange technology, it is believed to be useful to
those who are not.

For example, the Safe Drinking Water Act specifies Maximum Contaminants Leve (MCL) vaues in
chemica concentration terms of milligrams per liter (mg/L) of the contaminant. Older technology
conventions express concentrationsin terms of mg/L of calcium carbonate equivaents or equivaent grains
of cacium carbonate or eectrical conductivity. This may be suitable terminology to describe hardness
remova or deminerdization, however, for nitrate or any other contaminant, it makeslittle senseto refer to
nitrate as calcium carbonate or grainsof calcium carbonate or conductance equivaents, especialy whenthe
SDWA avoids these terms.

Furthermore, the mgjor differences betweenion exchangefor nitrateremova and ion exchangefor softening
relate to the basic chemistry differences between the two processes. It is gppropriate to use a different
terminology. The mgor differences are:

A. Inefficiencies Due to Presence of Other lons

Sulfateioninterferesheavily in nitrate removal. Chloride and bicarbonate dso interfere. Remova
of cacium ion by softening resins is not as sengtive to these or other cations. Feed water
compodtion of adl mgor anionsisimportant in nitrate treatment.

B. Process Efficiency

The nitrate remova processisless efficient than softening. (For example, at typica regeneration
doses of 5 - 10 Ibs/cubic foot of resin, the hardness leskage will be close to zero, whereas the
nitrate leekage will be 10 to 20 mg/L depending onwater qudity.) Designing and operating aplant
for minimum regenerant usage in nitrate removd is critica and process designs different from
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designsfor softening arerequired. Useof sdt inthe softening processis of less concern because of
the greater efficiency of regeneration. Useof sdtinthenitrateremova processisaseriousconcern
because of the rdatively greater quantities of st required and the cost of disposd.

C. Product Water Quality

In treetment for nitrate removal, processes can be designed to dlow some nitrate to pass through
the bed. In softening, only very smal amounts of hardness ions are dlowed to passthrough. To
hold nitrate removad to the same standards of remova as hardnessions can be counter-productive
by increased complexity, lower efficiency and higher cost of the process.

The PSTPwill usethefollowing terminology when describing the plant equipment, itsoperation and
the testing and evauation procedures. The reports prepared n Task 8 will use dso use the
fallowing terminology in describing the evauation of the plant. This test plan dso uses the
terminology presented here.

6.2 Terms Defined

Adsor ption - (Same aslon Exchange Adsorption). The step in the ion exchange process which removes
nitrate from water by chemica or physica attraction to amedium such asan ion exchangeresin. Itisaso
referred to as the SERVICE step or the EXHAUSTION step.

Adsor ption I sotherm - A graph showing the amount of materia adsorbed asa function of theequilibrium
concentration at a fixed temperature per unit weight of ion exchange materid.

Anion - A negdively charged ion. The mgor anions of concern are nitrate, sulfate, chloride and
bicarbonate.

Anion Exchange Resin - A polymeric materid in the form of granular particles or spheres within which
positively charged ionic Stes are chemically bound and which can adsorb anions from an agueous solution
by theion exchange reaction.

Attrition - Breakage and wear of ion exchange resins.

Back Washing - Theupward flow of water through anion exchange bed to cleaniit of foreign materid and
reduce the compaction of the resn bed. Usudly the bed isfluidized by the upward flow of water.

Batch Contact - A method of using ion exchange materidsin which theresin and liquid to betreeted are
mixed in avessd and the liquid is decanted off after equilibrium is attained.

Bead Count - Theevduation of anion exchange materid's physical qudity by microscopic evauation and
determination of percent whole, cracked, and broken beadsin awet sample.

Bed - Theion exchange materid contained in a column or vessd of an operating unit.

Bed Depth - The height of the resn materid in the column after the exchanger has settled into a packed
bed condition.
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Bed Expansion - Theeffect produced during back washing: theresin particles become separated and rise
in the column.

Bed Life - Thetimethat aresn bed isdlowed to remain in the adsorption step. With flow rate constant,
the bed life equas the number of bed volumeswhich can betreated divided by the number of bed volumes
treated per unit time.

Bed Volume (BV)- Thevolumeof ion exchangeresn materid inabed. Thevolumeof theresininthebed
isreferred to as one bed volume and is expressed in cubic feet, gdlonsor liters. (The volume of theresn
includes the summation of the volume of each resin particle plus the void volume between the beads.).

Bed Volumes - (or BED VOLUMES TREATED) - A dimengonlessratio that refers to the amount of
water, which can betreated, by abed of resin. Theratio isvolumesof water treated per volume of resinin
the bed.

BreakThrough - The rapid increase in concentration in the effluent of a substance which sgnas that
adsorption of the substance is near completion and further operation of the column will not be productive.
During plant operation, the adsorption cycleisterminated prior to breskthrough of theion of interest. (The
breakthrough point can be defined in severd different ways such as the point on the breakthrough curve
where the concentration of the ion reaches a given value which is hdf the vaue of its feed water value,
hafway between leskage and influent concentration, the M CL or pointsof inflection. Breskthrough can be
gradud or sharp depending on severa factors. Some of these points can be difficult to measure unless
sharp breakthrough occurs. For example, if theinfluent nitrateis 10 percent over the MCL, thecurvehasa
flattened or gradua dopewhenitisat the MCL and the point would be difficult to measureaccuratdy. A
consgtent definition should be adopted for any given verification plan.)

Breakthrough Curve - Also referred to as EFFLUENT HISTORY or LEAKAGE CURVE. A curve
showing the relationship between the bed volumes of water passing through abed of ion exchangeresnand
the ionic composition expressed in milliequivaents of the ion per liter in the effluent from the bed over a
range to show sharp or gradual changesin the composition of any ion which denotesits break through the
resn bed. The BREAKTHROUGH POINT on this curve for nitrate ion is only wel defined for fully
regenerated resins as the point a which the concentration is one-hdf of its influent vdue. The term
EFFLUENT HISTORY isaso used in this context and is a more generd term which denotes a curve of
leakage over atreatment range, leakage curves may not show clearly defined breakthrough points.

Brine Use Factor (BUF) - A quantitative expression of salt used in practice to remove nitrate from water
by the ion exchange process. The BUF is directly proportiona to the sat costs required to operate the
process and is aso indicative of the amount of wastewater produced by the process. In theory, if the
process of nitrate remova were 100 percent efficient, the BUF would be 1. The BUF changes with
process and therefor useful in comparing different processdesigns. Itsmeasured va ue depends on severd
other process parameters such asBV treated, nitrateleakage, salt |oading, brine concentration, feed water
compasition, resin characterigtics, direction of flow through the bed, method of regeneration or brine

recycling etc.
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Average number of chemicd egivdents of sdt used in regenerati on
Average number of chemica equivdent sof nitrate removed by treatme nt

BUF =

Inpracticeand in actua plant operation, inefficiencies are experienced because of the inherent chemistry of
the ion exchange process plus the imperfections in process and equipment design.  Inefficiencies are
introduced in the process design, the physica equipment, generation of wastewater, and operating
procedures of aplant. The measured BUF istherefore areflection of the entire plant operation rather than
amply aratio of two substances. The BUF of an operating system can be estimated by the following
formulawhen the nitrate concentration is expressed as milligrams of nitrate ion per liter of water. (Not as
milligrams of nitrogen per liter):

épounds of NaCl used per 1000gdlons of treated water U

BUF =& 271
&  4.423(untrested mg NIL - treated mg N/L ) 0

For example, if aplant treats one million gdlons of water containing 18 mg-N/L and reducesthe nitrate to
4.5 mg-N/L and uses 2000 pounds of sdt in the process, the BUF is

=S 2 ho71-426
§4.423(18- 4.5)]

Capacity - The number of chemicd equivdents of exchangegble ion contained in one liter of an ion
exchange materid. The volume is measured when the materid iswet and isfully saturated with adsorbed
water.

Cation ExchangeResin - A resintowhich negatively charged ionic Sites are bound and which can adsorb
cations from an agueous solution.

Channding - Cleavage and furrowing in the packed resin bed dueto faulty operationa procedures, or any
condition in which the solution being treated follows the path of least resstance, runsthrough the channdls,
and fails to establish close resin contact.

Chemical Equivalent - Theamount of any ion, which contains Avogadro’ snumber of ionic charges. The
chemicd equivaent is independent of the weight of anion. Thus, one chemica equivdent of nitrate is
chemicdly equivaent to one chemica equivaent of chloride dthough thelr equivaent weights differ. SEE
EQUIVALENT WEIGHT.

Chemical Stability - The ability of an ion exchange materid to resst changesin its propertieswhen in
contact with aggressive chemica solutions, such as oxidizing agents.

Chromatography - The separation of ions, molecular species, or complexesinto highly purified fractions
by means of ion exchange materias or adsorbents.

Clumping - The formation of resn agglomerations in an ion exchange bed due to fouling, chemicd
depositions, scaling, or admixture with highly cohesive substances, such as certain clays and silts.
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Column Oper ation - The most common method of employingion exchange materias inwhichtheliquidto
be treeted passes through a fixed bed of ion exchange resin held within a cylindrica vessd or column.

Counter Flow Operation - An ion exchange operation in which the direction of flow of water through a
bed and the subsequent regenerant flow are in opposite directions.

Cross-Linking - Binding of the linear polymer chainsin the matrix of an ion exchange materid with an
agent which produces a three-dimensona insoluble product.

Cycle - A complete series of operationd steps. For instance, a complete cycle of nitrate ion exchange
would involve; the complete adsorption step, followed by completion of dl other steps and return to the
gtart of the next adsorption step.

Declassification - A resn mixing operation performed on aresin bed. Thisisused to evenly digtributethe
nitrate adsorbed on abed of resin to prepare the bed for the following adsorption step. The operationis
performed by using an uneven backwash technique developed a the McFarland, Glifornia EPA
demondtration plant.

Degradation - The physica or chemica reduction of ion exchange properties due to type of service,
solution concentration used, heat, or aggressive operating conditions. Some effects are capacity 10ss,
particle size reduction, excessive sweling, or any combination of the above,

Down Flow - Conventiond direction in which water and brines flow through an ion exchange bed during
processing, inlet at the top, outlet a the bottom of the bed or column.

Dumping - Refersto removd of large amounts of nitrate, or any other substance, from an ion exchange
column asdetected by its gppearance in the effluent in concentrations exceeding its concentration in thefeed
water. Nitrate dumping from aresin can occur if sulfate is present in the feed water and if the adsorption
cycleisrun beyond nitrate breskthrough. Thisoccursbecause sulfateionisableto displace nitratefromthe
downstream portions of the resin column where nitrate is absorbed. Nitrate dumping does not occur if
nitrate sdective resns are used or if the concentrations of sulfate and chloride are high such as in

regeneration brines.

Effluent - The solution which emerges from an ion exchange column.  Synonymous with PRODUCT or
TREATED water. The regenerant emerging from the column &fter regenerdtion is referred to as the
ELUENT or ELUATE.

Elution - The stripping of ions or complexes from an ion exchange materid by passng through the bed
solutions containing other ions a specific known concentrations.

Empty Bed Contact Time (EBCT)- Thetime it would take for water to pass through the volume of the
column occupied by theresin bed. It is caculated as though the resin is not present, hence "Empty Bed”
Contact Time. For example if the one Bed Volume is 700 gdlons and the flow rate is 350 ga/min, the
EBCT is2 minutes. Or 0.5 BV per minute,
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Entering lon - Theion involved in an ion exchange reaction which is adsorbed by the resn and which
displaces a different ion.

Equivalent - See Equivdent Weight.

Equivalent Weight - The sum of the atomic weightsin achemica formula (the formulaweight) for anion
divided by the absolute value of the charge on theion. Thisconcept is used to compare relaive weghts of
ions, which caninterchange or combine with each other as expressed in abalanced chemical equation. For
example, the equivaent weight of nitrate ion is 62. The equivadent weight of chloride ion is 35.5 and the
weight of sulfateionis48. If the weights are expressed in grams, 35.5 grams of chlorideionischemicdly
equivaent to 62 gramsof nitrateion (or 48 gramsof sulfateion) in anion exchangereaction. Theequivaent
weight of sodiumion is 23; thus, 23 grams of sodium is combined with 35.5 grams of chlorideion in 58.5
gramsof NaCl. MILLIEQUIVALENT WEIGHT isEQUIVALENT WEIGHT expressed inmilligramsof
ion per liter. Oneequivaent weight of nitrateion is62 grams. Onemilliequivaent weight of nitrateionis62

mglL.

Exhaustion - The date of theresin at the end of the adsorption step and when the capacity of theresinfor
adsorbing theion of interest isused up. Theresin is exhausted.

Fouling - Any deposit or concentration of foreign materid on or in an ion exchange materid which
interferes with the chemicd and physicad processes. Typicd foulants are lubricating oil from pump
lubricants, clays, silts, bacteria, dgaeetc. Fouling can cause reduced efficiency, channeling, lossof resnin
back wash and many other plant malfunctions.

Freeboard - The space provided abovetheresin bedin avessd or column to accommodate the expansion
of the resin bed during the backwash cycle.

Headloss - The loss of liquid pressure head resulting from the passage of water through a bed of ion
exchange materid.

Hydraulic L oading Rate - The volume of water passing through a given quantity of resin within agiven
time. Flow rateisusualy expressed in terms of gdlons per minute per square foot of bed cross sectiond
areaand asgalons per minute per cubic foot of resin. In nitrate treetment these can be 10to 15 gamin/sg
ft and 3to 5 gdgmin/cu ft.

Influent - The untrested water entering an ion exchange column.

Intertitial Volume - The space between the particles of an ion exchange materid in a column or an
operating unit (see Void Volume).

L eakage - The presence of asubstance, usudly nitrate, in the trested water exiting from an ion exchange
column beforeits breakthrough has occurred giving the impression that the substance has "'leaked" through
the resn bed. Leakage of nitrate from aresin bed is purposdy alowed, but controllable, in al process
designs because it is virtualy impossible to regenerate the resn completely. Leakage is different from
Breakthrough.
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L eaving I on - Theioninvolvedin anion exchangereaction, whichisdisplaced from theresin by adifferent
ion.

Milliequivalent Weight - One one thousandth of the amount in one EQUIVALENT WEIGHT. See
EQUIVALENT WEIGHT.

Nitrate Selective Resin same as NITRATE-TO-SULFATE SELECTIVE (NSS) RESIN An ion
exchange resn which will adsorb nitrate ions in preference to sulfate from water. The following
generdizations obtain: All resns are sdective for nitrate over chloride, but may not be NITRATE
SELECTIVE. Only specid resins (NSS RESINS) are selective for nitrate over sulfate in the range of
drinking water concentrations. Also, al resnsare sdlective for nitrate over sulfate at brine concentrations.

Nitrate Concentration - The units of nitrate concentration in the protocol and verificaion test plan
documents must be clearly stated and defined as suchin theintroductory sections. Nitratewill be expressed
asmilligrams of the dement nitrogen (N) per liter of solution (As opposed to milligrams of NO; per liter).
The converson factor is4.423 timesmg-N/L = mg- NO4/L. Cdliforniaprefersthe use of mg- NOs/L as
the expression of nitrate concentration. (Note: The N as the symbol for nitrogen should not be confused
with the N representing solution “Normdity” which is the expresson of concentration in terms of the
number of chemica equivaents of a substance per liter of solution.)

Operating Cycle - A sngle completion of dl stepsin the process conssting of adsorption, regeneration,
rinsing, back wash, stand by.

Osmotic Stability - The ability of an ion exchange material to resst physicd degradation due to volume
changes imposed by repeated, dternate gpplication of dilute and concentrated solutions.

Partial Regeneration - The regeneration process which isterminated before dl of theions are removed
from the bed and replaced by regenerating ions. Thisis practiced in nitrate removal cases because higher
regenerdion efficiency can beredized. Regeneration efficiency decreasesrapidly with decreasing amounts
of gpplied regenerant. In practica casesfor nitrate removal, even complete regenerationswill leave some
nitrate on the bed because of the strong tendency for nitrate to remain attached to the resin. Processes,
which require removd of dl nitrateions (or nearly dl), from the bed will require very large amounts of st
and generate large quantities of wastewater.

Physical Stability - The ability of an ion exchange materia to resst breskage caused by mechanica
manipulation.

Presaturant - The ion adsorbed on the resin by saturating the resin with the ion prior to a column
operation. In nitrate treatment the PRESATURANT is chlorideion

Preferred |on- Theoneof at least two different ions having equa concentrationsthat will be adsorbed on
the resin to the greatest extent.

Recontamination - The process of removing a contaminant from one point in awater supply and then
adding the same and/or other contaminant into the supply a adifferent point. A problem encounteredinion
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exchange systems. For example, by incomplete rinang of resin beds nitrate, chloride, bicarbonate, sulfate
and sodium can be added to the supply. Also, by running beds beyond their bed life, nitrate ion can be
“dumped” from the bed into the treated water.

Regener ant - The solution used to convert anion exchange materia fromitsexhausted sateto thedesired
regenerated form for reuse.

Regeneration - The digplacement from the ion exchange materid of the ions removed during the
adsorption (service) run. In nitrate treatment, the regeneration is performed by passing a sodium chloride
brine dowly through the bed.

Regeneration Level - The amount of regenerant chemica used per unit volume of ion exchange bed,
commonly expressed as Ib/ft®. Also See SALT LOADING.

Resin - Refersto asynthetic ion exchange materid. Resins are compaosed of polymeric weater insoluble
organic substances, which have been chemicdly treated to contain chemicaly charged ionic Sites. Innitrate
treatment, the resin contains quaternary amino groups, each bearing a podtive charge. The quaternary
amino groups ®ntain either trimethyl (Type 1), trihydroxyethly (Type 2), or tributyl (NSS, Nitrate
Selective) structures.

Rinse - The passage of water through an ion exchange materid to remove excessregenerant. Somerinsng
action also occurs during BACK WASH and DECLASSIFICATION.

Salt Loading - Sdt loading isthe amount of regenerant gpplied to aresin during the regeneration step. It
can be expressed in terms of pounds of NaCl per cubic foot of resin, gramsof sdt/L of resin, equivaents of
sdt/L of resin or, more conveniently, in termsof bed volumes of brine (volumeshbrine/ volumesresin) having
a specified concentration of NaCl.

Thelatter method alows expression of sdt loading asBed Volumes (BV) of 1 equivaent NaCl/L of brine.
Thisisequivdent to asdt loading of 3.65 Ib. of NaCl/cu. ft. of resin (Derived from 58.5 g/L. x 3.781 gd/cu
ft/453.6 g/lb). This method alows a direct comparison to the resin capacity expressed in chemica
equivaents. For example 1.3 BV of regenerant at 1 equivalent of salt per liter will be chemically equivaent
to 1 liter of resn having an exchange capacity of 1.3 equivaents per liter of resin.

The expresson of sdt loading in terms of BV of brine is a practica condderation. Operation of an ion

exchange plant requires some metering of the sdt during the regeneration step.  This is conveniently

accomplished by metering the volume of a saturated brine. The amount of salt can be measured from the
volume and brine concentration as determined from specific gravity tables. Saltloading can beexpressedin
terms of BV of brine in weight percent NaCl. For example, Six percent brine contains 3.901 Ib/ft> and is
dightly more concentrated than abrine containing one equivaent of NaCl/L. Sdlt loading expressedin BV
of 6% brineis 1.068 (or 3.901/3.65) times greater than salt loading expressed in equivaents NaCl/L.
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Volumetric and Sat L oading Interconverson Factors @ 60°F (Note: 1 BV =11L1)

Volumetric Conversons.
1 Volume of (6% brine) = 1.068 Volumes of (1 equivaent NeCl/L)
Therefore: 1 BV of (6% brine) = 1.068 BV of (1 equivaent NaCl/L)

1 Volume of (1 equivaent NaCl/L) = 0.936 VVolumes of (6% brine)
Therefore: 1 BV of (1 equivalent NaCl/L) = 0.936 BV of (6% brine)

1 Volume of (1 equivdent NaCl/L) = 1 Volume of (5.61% brine)
Therefore: 1 BV of (1 equivaent NaCl/L) = 1 BV of (5.61% brine)

SAt Loading Conversions:

1BV of (1 equivdent NaCl/L) = 3.65 Ib NaCl/cu ft resin
1BV of (1 equivaent NaCl/L) =585 g NaCl/L resin

1 1b NaCl/cu ft resin = 16.03 g NaCl/L resin

Service Run - The step in the operating cycle during which thewater isbeing tregted; i.e., nitrate exchange
for chloride. The same asan ADSORPTION RUN.

Set Points - Thevauesof settings, which control the process. Theseare, Length of Bed Run, Amount of
Brine, Amount of Rinse Water, Amount of Backwash and Declassfication, Percent Treated in Blend (see
“Percent Blend” definition on next page). All are set by controller devicesreading totalizing flow meters. If
controlled on atime basis, report BOTH time and totalized flow as the setting.

Slow Rinse - That portion of the rinsewhich followsthe regenerant solution and is passed through theion
exchange materid at the same flow rate as the regenerant.

SR-6 Resin - A manufacturer's product identification for astrong baseion exchange resn which hasthree
butyl groups as part of the quaternary ammonium ions in a styrene divinyl benzeneresn. Theresnisan
NSSresin and ishighly nitrate sdlective.

Strong Base Resin - A resin that contains quaternary ammonium ions as the functiona group in anion
exchangeresin. These groups provide the positive charge sites, which adsorb and hold negatively charged
ions such as nitrate, chloride, and sulfate ions.

Throughput Volume or VOLUME TREATED or BV TREATED- Theamount of water passed through
an exchange bed during the service run before.

Type 1 Resin - A strong base resin which has three methyl groups as part of the quaternary ammonium
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ionsin a styrene divinyl benzene resin.

Type 2 Resin - A strong base resin which has one hydroxyethyl and two methyl groups as part of the
quaternary ammonium ionsin astyrene divinyl benzene resin.

Up Flow- The operation of an ion exchange unit in which solutions are passed in at the bottom and out a
the top of the vessd.

Void Volume - See INTERSTITIAL VOLUME.
Voids - The space between the resinous particles in an ion exchange bed.

Thefollowing termswere defined in EPA/NSF ETV Protocol For Equipment Verification Testing For
Removal Of Nitrate: Requirements For All Studies (Chapter 1) and will be used in thistesting program.

Financing Cost - The codt to finance the purchase of the equipment based on the rates of inflation,
borrowed capita, and amortization period. To standardize cost caculations, thesefactorswill beset by the
NSF/EPA.

Untreated Water - Theraw water that is ddivered or available a the site for treatment by the equipment
for nitrate removd.

Treated Water - Thewater stream that has passed through treatment (and post treetment) and isavailable
from the equipment either for direct dischargeinto adigtribution system or for blending with untreated water
beforeinjection into thewater supply sysem. The PRODUCT WATER isthewater that isinjected into the
digtribution system. 1t contains TREATED WATER and can dso contain UNTREATED weter if aportion
bypasses the ion exchange vessels.

Blended Water - A mixtureof trested and untreasted water that issuitablefor injectioninto the distribution
gysem. Thisis the same as the distributed water. The blending system may or may not be a part of the
equipment.

Percent Blend - The percent of trested water that isin the blend. Thusa 75 percent blend will refer to
water composed of 75 percent treated and 25 percent untreated water. A 100 percent blended water is
equal to treated water.

Maximum Digtribution Flow Rate - The maximum flow rate (gallons per minute) of blended (digtributed)
water which the equipment can cause to be injected into the ditribution mains on a continuoudy operating
basswithanitrate level at or below 80 percent of the MCL.

Maximum Treatment Flow Rate - The maximum flow rate (gallons per minute) of treated water which
the equipment can produce on a continuoudy operating basis while maintaining the Maximum Digtribution
Flow Rate.

Plant Factor - A factor used in computing water treatment codt. It isthe fraction of tota time the plant
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operates or is projected to operate during its period of amortization. NSF will determine this factor to
standardize cost computations.

Percent Waste - 100 timestheratio of the annua wastewater production to the annua amount of treated
water production.

7.0 TASK 1. PREPARATION, COORDINATION AND START UP
7.1 I ntroduction

A mesting will be held between the manufacturer and the NSF qualified testing organization regarding the
tasks and scheduling of tasks described in the NSF approved PSTP. This task will also include the plant
dart up if it isnot dready in operation.

7.2  Objective

The objective of the meeting will be to provide an opportunity for the manufacturer and the field testing
personnd to reach acommon understanding of the objectives and execution of the testing plan and provide
an opportunity to clarify any areas of concern by ether party. Initid start up datawill be collected if the
plant is not dready in operation. A tour of the test Ste can be a helpful part of this meeting. Other
personnel associated with the plant should attend if possible, such as the owner/operator and the plant
operator and loca or gate hedth officids

7.3 Work Plan

The following itemswill be covered in this meeting:

The manufacturer will review the materid that was included in the PSTP, in particular, the plant
design, operations, outstanding and distinguishing features and especidly the treatment objectives
and other secondary performance gods clamed for the plant performance. The treatment

objectives will be reviewed as stated in the PSTP.

The objectives mugt include the fallowing:

The nitrate levels in blended water will be 80 percent of the MCL or lessat dl times. No nitrate
level should occur higher than thisleve.

Any secondary standard for any other constituent will not be exceeded a any time.

Any other objective the manufacturer wishesto include. It is desrable that objectives such asthe
following be included.

a) The BUF will average less than 5.0 during the operation period,

b) The amount of wastewater produced during the operation of the plant will be less than 1.5
percent of the blended water, or
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c) The Operations and Maintenance (O & M) cost of producing blended water will be under 10
cents per thousand gallons.

The Fed Teding Organization will use diagrams, drawings, plans or on Site locations to: Point out the
physicd limits of the system to be tested, the source water supply, the blending facility and the digtribution
lines
Point out the location of the plant control mechanism, pressure gauges, al control vaves, their
function, and dl instrumentation.
Point out the darm system and darm/shutdown devices and their functioning.
Point out al safety valve and cross-connection control devicesand illustrate how they aretested.

Wak the testing personnd through the complete operation of the plant, describe the set up and
gtart up procedures and indicate positions of sampling vaves and any automatic data collection and
recording devices. Indicate where set points are set and what their current values are.

The FHdd Testing Organization will:
Review the Schedule for the Testing Plan
Prepare the Product- Specific Test Plan

Present the Evaduation Criteria. Theplant will be eva uated based on its performance regarding the
following:

— Ability to consgtently meet water quality trestment objectives

— Ability to meet other dated objectives regarding water qudity, plant efficiency and
wastewater production etc.

—  Sufficiency of cross-connection devices and ther reliability
— Ability to produce product water with acceptable and congtant nitrate levels

— Materid baances for water, nitrate, chloride, and sulfate must be established during plant
operation test periods

—  Wadgtewater production

—  Pant Efficiency (BUF)

— Timeand effort required for plant set up and Sart up
—  Operator time and skills required

—  Maintenance time required

—  Qudity of parts and construction

—  Réidhility of operation.

—  Functioning of safety devicesand darms

—  Reportsof plant inspections
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—  Qudlity of the plants data collection and reporting system.
— Costs

Observe and participate in the plant start up procedures. Record the steps of the start up
procedure, note initia set points for the following:

1) amount of water treated by a single vessd,

2) amount of brine set for each regeneration,

3) amount of water used per each rinse,

4) amount of water used for each backwash, and
5) percent blend.

Theinitid set pointswill be set a the recommendations of the manufacturer.
7.4 Schedule

Before the meeting is held, the Fidd Testing Organization will provide the Manufacturer with the PSTP
containing the Test Plan and any other drawings, plans, Site plans operation manuas and asmilar hepful
materids. Sufficient time should be alowed prior to the meeting to dlow the testing organization to develop
their testing procedure plans and methods to quantify the evauation criteria. Theorientation meetingwill be
held immediatdy prior to the first field test period.

8.0 TASK 2. INITIAL PLANT CHARACTERIZATION
8.1 Introduction

Tests will be conducted to get an initid characterization of the plant and to determine if the water qudity
objectives are being met early in the program. These fidd tests and data collection activities will be
conducted at the start of thetesting program to provide abaselinefor other field tests conducted in Task 3
and a the termination of thetest programto seeif any operating characteristics change over thetest period.

8.2 Objective

The objectives of this task are to establish the initia plant performance characteristics and provide
benchmark data which can be referred to for evauation of long term changes in plant performance when
future amilar data are obtained. The tests can be repeated at intervals throughout the test program if
desired but will be repested at the end of the test plan.

8.3 Work Plan

At the beginning of the test period, datawill be collected from the operating plant, which will characterize
the plant performance (e.g., regeneration level, flow, etc.). Thesetestswill be sarted only after the beds
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have gonethrough severa cyclesat the same settingsto dlow the plant to reach asteady state of operation.
Steady date will be confirmed from nitrate measurements by achieving a materia baance of nitrate
removed from the treated stream and nitrate removed in the waste brine.

Fromthefollowing chemica andyses, it shdl bedetermined if thewater qudity performance objectivesare
being achieved. If they are not, the manufacturer shdl be notified, asthey may change the settings on the
plant. If changes in settings are sgnificant, the tests should be suspended to dlow the beds to reach a
seady date. It shal be determined if the objectives are being met from the following andyses.

Samples of Feed Water, Treated Water, and Blended Water will be collected for chemica and biologica
andyses. The following must be included in the andyses.

Totd Alkdinity - Fe - Sulfae
Bicarbonate - Mn - Sodium
Chloride - Temperature - Cddum
Nitrate - TOC - pH
TDS - HPC

Electrica conductivity - Algee

All andytical data should be reported as mg/L and equivaents per liter of theion. The nitrate will be
reported as both mg-N/L and mg-NOgz7/L.
The following data shall be measured or observed and recorded from the operating plant.

Record dl st points: Length of Bed Run, Brine, Rinse, Back Wash, Percent Blend, (in units of time,
flow rate and total gallons for each)

Number of vessasin service, regeneration, and standby

—  Flow rate of trested water.

—  Flow rate of blended water.

—  Amount of regenerant (pounds of salt) being used for each regenerdtion.

—  Ingpect the plant equipment including piping for any lesks and scale build up.

—  With hdp from the operator, a least one vessdl should be opened and inspected for piping
integrity, dirt, bacterid dime, dgae, ail or other foreign materid.

— Edimate the amount of resin in each vessd ether by direct ingpection or through ste glass
obsavations. Use externa vessd nmeasurements, corrected for internals and wall thickness.
Record the vaues of one Bed Volume for each vessd.

— Takeasgmdl sample of theresin for resn tests. See section on resin tests below.

While onevess isin sarvice, the effluent history curves shall be obtained for each mgjor ion (bicarbonate,
chloride, nitrate, sulfate) from the start of serviceto itstermination. Thisisdone by collecting grab samples
of the treated water at a sample port at or near the exit end of the vessal. (Be sure no ather water is
mingled with the trested water a the sample point). Flow meter readings and time of collection of each
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sample or take readings shdl be obtained directly from acumulative flow meter to determine BV of water
treated by the vessdl at the time of sample collection. At least 20 samples should be collected. The data
ghall be plotted as mg/L of each ion vs. BV of water trested. The data shal be plotted mg-N/L vs. BV
treated.

Any changes in these curves which have occurred since the last measurements shal be noted.
While one vess isin regeneration, the Fied Testing Organization shal:
Obtain a sample of the undiluted brine and a sample of diluted brine.

Obtain datafor abrine eution curve. Thisisdone by taking grab samples at gppropriate intervals
of the brine exiting the regenerating vessel. Approximately 20 samples should be taken. Each
sample should be andyzed for thefour mgor ionsand eectrica conductivity. Alsofromabrineinlet
flow meter, determine the amount of brine entering the vessdl. Flot the concentration of each ion
and the dectrical conductivity versus the amount of brine entering the vessdl.

Continue the sample collection after the regeneration from the exit end of the vessd during therinse
period. These samples should be andyzed for the four mgor ions and the eectrica conductivity.
During the rinse period, record the amount of rinse water used each time a grab sampleis taken.
Plot the concentration of each ion and the eectrica conductivity versus theamount of rinse water
used.

Edtimate the amount of sodium chloride added to the water supply as aresult of regeneration and
rinang. Thisisdoneasfollows When the abovevessd isreturned to service, take grab samples of
the product water at one minute intervasfor ten minutesto twenty minutes. Analyze each sample
for the four mgor ions and the eectrica conductivity. Plot the concentration of each ion and the
electrica conductivity versus the amount of water treated.

During the regeneration and ringng process, record flow meter readings to determine the tota
amount of waste water produced.

From the above collected data, make plots (as aready mentioned) and calculations as follows:
— The effluent history curves

— Thebrine dution curves

— Therindng curves

— The amount of resinin one BV

— Theamount of sat gpplied per regeneration in pounds per cubic foot of resin

— The amount of product water produced per service run

— Theamount of rinse water used

— Thetota amount of wastewater (brine, rinse, back wash) produced per vessd per cycle
— The gdlons of saturated brine used per each regeneration

— The percent blend
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— The percent of wastewater produced
— Thebrine use factor, BUF

From the data collected, determine if the water quality objectives are being met. If they are nat,
notify the manufacturer. The set points may require readjustment.

The generd gppearance and condition of the plant will be noted. Note the generd appearance of
equipment, new congtruction etc.

Any changes in this data from the measurements made during the previous test periods shdl be noted.

Resn Tests. Samplesof resnwill beregularly tested. Thesetests may be conducted by thetesting
organization or may be submitted to the resn manufacturer who may do such tests on a routine
basis for customers using their products. Tests include, bead integrity or breakage tests done by
counting the number whole and partid beads, capacity determinations, and fouling tests made by
observation of foreign materid and chemica anayses.

8.4 Schedule

The abovetestswill be conducted at the beginning of thefield test period after the plant has reached steady
date performance. The tests will be repeated at the end of the field testing period and compared to
previoudy collected data. Thefield testing organization should coordinate thetiming and nature of thetests
with the plant owner/operator to be sure the plant is being operated and the proper tools are available for
opening the ion exchange vessdls for interna ingpections.

9.0 TASK 3. DAILY TESTING AND DATA COLLECTION
9.1 Introduction

The plant will be operated and tested on adaily routine basis during the 60- day testing period. Datawill be
collected to eva uate operator requirements and activity and rdliability of equipment.

9.2 Objective

The objective of routine daily testing is to make close observation of plant operation and to provide
experience and data to evauate operationd characterigtics of the plant such as, ease and rdiability of
operation, start up and shut down routines, noise production and alarm setting and resetting, reliability of
ingruments, flow meters, valve operations and smilar day to day operator tasks.

9.3 Work Plan

One or more Daily Plant Data Forms will be prepared to include specific data obtained directly from the
plant’ sinstrumentation, flow metersand gauges. Each manufacturer will provideasufficient number of flow
meters and instruments for these measurements. Data should be collected daily as described below.

April 2002 Page 3-30



The data which should be collected daily, a the same time each day, includes the following:
Cumulative flow and gpm of source water and cumulative flow and gpm of treated water
Cumulative flow and gpm of blended water
Cumulative flow and gpm of wastewater
St Inventory Edimate

For each ion exchange vessd collect the following data

Cumulative flow and gpm of treated water

Cumulative flow and gpm of brine

Cumulative flow and gpm of rinse water

Cumulative flow and gpm of back wash weter
Grab samples of raw and finished water streams will be collected once per week for nitrate, chloride,
sodium, sulfate, dkalinity, total hardness, cacium hardness, iron, manganese, color, total organic carbon,
agee, heterotrophic plate count and eectrica conductivity. The samples shall be sent to an andytica
laboratory for analysisto reduce cost and increase accuracy. These samples may also be duplicated with
on-dte field testing kits for immediate results during treatment process adjustments, particularly with the

rinse water stream. On-Site determination of bed exhaustion and regeneration using conductivity metersis
recommended.

Record dl ingrumentation readings for each stream. Readings will be made each hour from 8 am. to 5
p.m. from each vessd.
For each operating ion exchange vessd, the following will be measured and recorded:

The number of galons of treated water produced each time the vessdl isin Service Mode.

The number of galons of brine, and its concentration, used each time the vessdl isin regeneration
mode as measured at the point of entry into the vessdl.

The number of gdlons of rinse water used each time the vessdl isin Rinse Mode.
Thenumber of gdlonsof back wash water and declassfication water used eachtimethevessd isin
Back Wash.

Sufficient data must be collected to enable the ca culation of amateria balance of total water entering and
leaving the vessdl and the total solid regenerant entering and leaving the vessdl per each cycle.
Summaries of the data collected during the eight hour period will be made and will include the following:

Totd daily water treated by the plant

Totd daily untreated water blended with trested water

Totd daily blended water sent to distribution
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Percent blended water (i.e. Percent of the blended water that is treated.)

Dally summaries for each vessd will include:
Number of completed cycles
Totd daily water treated
Total rinse water used
Tota back wash water used
Totad pounds of solid regenerant used
Tota water used to make the regenerant solution

From the above data and chemica anayses, the following will be estimated:
Materia balances for sdt and water
Material balances for nitrate, sulfate, bicarbonate, chloride
Average untreated water nitrate
Average treated water nitrate
Average blended water nitrate
Amount of salt entering the water supply as aresult of incomplete rinang.
Brine Use Factor (BUF). Include both completed and incomplete cycles.

Percent wastewater produced (Percentage of the tota water supplied for treatment AND
blending that becomes wastewater)

Cost of regenerant chemica per 1000 gdlons of water distributed

94 I on-Exchange Removal Efficiencies

94.1 Operational Data Collection

Removdl efficiencies of nitratesfrom raw water will be assessed by the percentage of remova from the
source water. Measurement of influent raw water flow and pressure and finished water flow and
pressure shdl be collected each hour from 8 am. to 5 p.m. per day from each vessdl. Table1lisan
example of ontline readings for a daily operationa data sheet for an ion-exchange systemfor 3 shift
readings. Thistableispresented for informationa purposesonly. Theactud formswill be submitted as
part of the test plan and may be Site-specific.
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TABLE 1. Daily OperationsL og Sheet for an lon-Exchange System

Date:

Parameter

Shift 1

Shift 2

Shift 3

Time

I nitial

Raw Water

Qraw (gpmM)

Nitrate (before pretreatment) (mg/L)

Nitrate (after pretreatment) (mg/L)

TDS (mg/L)/ Conductivity (nmhos/cm),
(before pretreatment)

TDS (mg/L)/ Conductivity (nmhos/cm),
(after pretreatment)

Praw (PS)

pH 4y (before pretreatment)

pH .4y (after pretreatment)

T raw (°C)

| on-exchange V essel

Q (gpm)

Nitrate (mg/L)

TDS (mg/L)/ Conductivity (mmhos/cm)

P (ps)

Finished

Qrin (gpm)

Nitrate (mg/L)

TDS (mg/L)/ Conductivity (mmhos/cm)

Regeneration (@ what % brine or NaCl)

Qregen (gPM)

TDS (mg/L)/ Conductivity (mmhos/cm)
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Table 2 presents operationd sampling and sample frequency for ontline, fiedld and laboratory andyss.
Ontline meters and probes should be available for instantaneous recordings. Water quality should be
anayzed prior to sart-up and then every two weeks for the parameters identified in Table 2 a a
certified laboratory, except for nitrates, which will be monitored prior to start-up and then weekly.
Feld sampling should be performed weekly, if samples can not be analyzed inthefield then they should
be sent to the certified laboratory once a week. Power costs for operation of the ion-exchange
equipment (pumping requirements, chemica usage, etc.) shal aso be closdy monitored and recorded
by the FTO during the 60-day testing period. Power usage shdl be estimated by incluson of the
following details regarding equipment operation requirements:

pumping requirements;

gze of pumps,

name-plate;

voltage;
current draw;

power factor;
peak usage; etc.

Inaddition, measurement of power consumption, chemica consumption shal be quantified by recording
day tank concentration, daily volume consumption and unit cost of chemicals.

94.2 Feedwater Quality Limitations

The characteristics of raw waters used during the 60-day testing period (and any additiona 60-day
testing periods) shdl be explicitly stated in reporting the remova data for each period. Accurate
reporting of such raw water characterigtics is criticd for the Verification Testing Program, as these
parameters can substantialy influence the range of ion-exchange performance and treated water quality
under variable raw water quality conditions.

Evauation criteria and minimum reporting requirements.
Plot graph of raw and finished nitrate concentrations over timefor each 60-day test period.
Mot graph of remova of nitrate over time for each 60-day test period.
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TABLE 2. Operating and Water Quality Data Frequency for 1on-Exchange Processes

Parameter Fr equency
Raw Water Flow Daly
Finished Water Flow Daly
Regenerant Flow Daly
Raw Water Pressure Daly
Finished Water Pressure Daly
Regenerant Pressure Daly

List Each Chemical Used, And Dosage

Daily Data Or Monthly Average

Hours Operated Per Day Daly

Hours Operator Present Per Day Monthly Average

Power Costs (kWh/Million Gallons) Monthly

Independent check on rates of flow Weekly

Independent check on pressure gages Weekly

Verification of chemical dosages Monthly

Feed Water and Finished Water On-line Field Lab

Characteristics
Nitrate Continuous Daly Weekly
Temperature Continuous Daly
pH Continuous Daly
TDS/Conductivity Continuous Daly Weekly
Chloride Weekly Weekly
Sulfate Weekly Weekly
Sodium Weekly Weekly
Total Hardness Weekly Weekly
Calcium Hardness Weekly Weekly
Totd Alkdinity Weekly Weekly
Iron Weekly Weekly
Manganese Weekly Weekly
True Color Weekly Weekly
Total Organic Carbon Weekly
Algae, number and species Weekly
Heterotrophic Plate Count Weekly
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10.0 TASK 4. CROSS-CONNECTION AND MECHANICAL INSPECTION
10.1 Introduction

Professonds will participate in the evauation and testing program. Testing and ingpection of dl of the
cross-connection prevention deviceswill be conducted. A professond will dsoinspect and test dl meters,
gauges, valves, indrumentation, motors, compressors and smilar devices for proper placement and
functioning.

10.2 Objective

The objective is to evduate mechanicd, safety and quditative features of the plant including cross-
connection control devices, qudity of components, to test cross-connection prevention devices and
operation. Assstance of aregistered mechanica engineer and acertified cross- connection specidist will be
required.

10.3 Work Plan

A Physicd Testing and Ingpection Schedule and Checklist will be prepared. The checklist will contain the
location of al cross-connection prevention devices, air gaps, check valves, block and bleed valves, back
flow preventers and smilar devices and dl dectrical and mechanica equipment. The testing will be
performed over atime interva to evaluate effects of long term usage.

A dtevist by aperson certified for ingpection and testing of cross-connection prevention devices will be
made. A separate report will be prepared by the certified ingpector after completing the two following

steps.

All cross-connection prevention devices included in the plant and blending system will be
inspected and tested. A piping plan will be supplied and al such deviceswill beindicated for easy
location. Thedetectorsto set off darmsor indicatorsin event of failure of these deviceswill aso be
ingpected and tested by smulating falure conditions.

The piping plan will also be inspected to locate potentid trouble spots, where vave leakages,
lossof pressure or back siphoning could result inthetrandfer of waste nitrate and waste sdt into the
drinking water supply and where safety would be enhanced by providing additiona safety devices.

An engineer with specific experience in dedling with ion exchange fidd equipment will inspect the brine
pumps, valves, controllers, compressors, motors, probes, gauges, flow meters, darms, level controllers,
electronic controllers, vessdls, storage tanks and smilar items on the checklist of mechanical eectricad
equipment for functiona operability, wear, lesks, corrosion, scale build up, and any damages and generd
auitability. The accuracy and range of gauges and flow meters should be tested or estimated from
experience and manufacturer’s literature.  The performance of vaves should be ingpected and vave
manufacturer datasheetscritically reviewed to determineif sufficient closure and sedling isaccomplished for
the application and for low maintenance operation. The vave type should be noted and if the location and
functionisgppropriatefor thetype of vavebeing used. Particular attention should be paid to deviceswhich
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are subject to corrosion and wear such as brine pumps, other brine system parts and waste brine pumps
and gorage tanks. All findings will be included in a specid reports prepared by the certified mechanica

engineer listing those items ingpected and an assessment of the condition and an estimate of the lifetime of

theitem if current usage is extended. The reports should include any specific items, which would require
high maintenance, or be particularly costly. Thereportswill dso include an estimate of annua maintenance
cost to maintain, service and replace al mechanica and dectricd itemsto alow the plant to operate without
interruption.

10.4 Schedule

As stated above, two ingpectionswill be performed; the first ingpection will occur at the start of thetesting
program and the second ingpection will be performed after the plant has been in operation for gpproximatdy
oneyear. Each ingpector will prepare reports after the first ingpection and after the second inspection.

11.0 TASK 5. OPERATION EVALUATION AND EXAMINATION OF RECORDS
11.1. Introduction

The direct collection of field data by the Fidd Testing Organization is consgdered in this test plan as
PRIMARY daa Data collected by others and provided to the testing organization is considered to be
SECONDARY data. This task deds with the latter. This other data can be collected by the
owner/operator as apart of the regular operating procedures of the plant. Thisdatacan bevauableinthe
eva uation testing program to show consstency of plant performance and tofill in any datagapswhich may
occur during the brief test periods of primary data collection.

11.2 Objective

The objective is to make an evauation of the rdiability and accuracy of the plant’s data collection,
management and reporting system used in the regular or routine plant operation and maintenance. If the
data collection are found accurate, they can supplement the primary data obtained by the NSF Qualified
Tegting Organization and will support the evduationsmade using primary data. These datacan bevauable
in the evaluation testing program to show consistency of plant performance and any datamissed related to
rare incidences of operating and maintenance problems. The secondary data will be obtained with
cooperation of the owner/operator from the daily operating logs and records kept by the owner/operator
and other reports on plant operation.

11.3 Work Plan

Preparation. At the beginning of the testing program, the testing organization personnd will meet with the
plant owner/operator and review the daily or weekly plant operating records and logs used for normal plant
operation. The frequency, type, location of recorded data (notebooks, instrument recordings, lab reports
etc) should be noted. The records should include the datalisted below for easy recall. If appropriate and
agreeable, the owner/operator may be requested to provide data on specia forms or modem transferable
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computer files provided by the testing organization.

Secondary Data. The data which should be reviewed will be the following:
Dally and Weekly data:
— Totd gdlons of blended water ddlivered into the distribution system
— Totd gdlons of water treated for nitrate removal
— Tota untreated gallons blended with treated water
— Percent treated in blended water
— Totd gdlons of saturated brine used in the regenerations
— Totd pounds of sat used
— Tota number of regenerations performed
— Tota amount of wastewater produced

—  Percent of water delivered to plant for treatment and blending that becomes
wasteweter.

Daily and Weekly records of :
— Nitrate in treated water
— Nitrate in untreated water
— Nitrate in blended water
— Electrical conductivity of treasted water
— Equipment and parts ddliveries
— Sdtddiveriesto the plant
Number of occurrences of the following will be recorded:
— Nitrate levelsin digtributed water exceeding 80 percent of the MCL vaue
— Electricd conductivity of rinse water exceeding normd levels
— Alamsand their cause
— Normd maintenance procedures
—  Unscheduled maintenance activity
— Unscheduled plant shut downs and their causes

Use of Secondary Data. The above datawill be reviewed by the testing organization and a Summary of
Secondary Data will be prepared. The following will be estimated on a daily or monthly basis from the
Secondary Data:

Materia baancesfor sat and water
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Average untrested water nitrate

Average treated water nitrate

Average blended water nitrate

Amount of salt entering the water supply as aresult of incomplete ringng
Brine Use Factor (BUF). Include both completed and incomplete cycles

Percent wastewater produced. (Percentage of the total water supplied for treatment AND
blending that becomes the wasted water.)

Cost of regenerant chemica per 1000 gallons of water distributed
Agreement or disagreement with primary data and conclusions based on primary data

An evauation of the plant’s data collection, recording, management and reporting system will be made by
comparing the datawith that obtained by the NSF Qualified Testing Organization. A generd eva uation of
the data collection and reporting system should a so be made from the standpoint of accuracy, sufficiency,
and rediability. s the system giving enough data to tell if the manufacturer’s performance objectives are
being met? 1stoo much data being obtained andistheinterpretation confusing? Aredarmsrecorded? Is
there enough and accurate datafor the operator to determineif the plant is operating efficiently? Isthedata
recal system rdiable and is the data easy to find and well organized?

114 Schedule

The secondary data for this task will be the norma operating data collected by the owner/operator
throughout the 60-day test period concurrent with the test program. The secondary data will be made
availableto thetesting organization on aweekly basis. If additiona secondary dataare required, thetesting
organization will make arequest for it a the initid mesting.

12.0 TASK 6. CONTINUOUSNITRATE ANALYSISAND MONITORING
12.1 Introduction

Conggtency, rdiability and stability of the operation of an ion exchange plant to produce water of
acceptable quaity should betested on acontinuousbasis, during a60 day uninterrupted periodin thetesting
program. Consstency and religbility relate to the long-term operation, while stability rel atesto absence of
spiking and fluctuations which may occur during a relatively short term and which may cause plant
disruptionsor maadjustments. Nitrate andysis by occasional grab samples say one or two per day, isnot
frequent enough to detect fluctuations which may occur in the product water or other streams.

Huctuations or swingsin nitrate levels may be expected to some extent because of the cyclic nature of the
ion exchange processing. When aresin bedisplaced into service, thewater quaity may changethroughout
the bed run up to the regeneration. Any given bed may undergo up to about five regenerations per day.
For example, after regeneration, some nitrate remains on the bed. If the bed is improperly rinsed or
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declassfied, high nitrate spikes can occur at the start of therun. Also, if nitrateincreases during therun, or
the end of run sat point mafunctions or is set too long, an over run may occur which is the cause of
“dumping” high nitrateinto the product water. Mafunction of equipment during regeneration or rinang can
adso cause high nitrate leves to rapidly rise in the product when the vess is returned to service.
Mafunctioning, dow operating, or stuck vaves may aso cause smilar problems.

If the fluctuations become extreme the plant is described as* unstable” and can be the cause of two mgjor
problems.

1) Thewater qudity standard and treatment objective may be violated, and

2) Theplant may be thrown into an upset, which could cause serious water supply and water qudity
violatiors.

These upsets would be caused by set point changes which either the instrumentation or the operator is
basing on grab sample analyses, which are not typica or average. For example, if ahigh nitrate andytica
result is obtained, an automatic instrument may cause avessd to go off line and regenerate prematurely.
Thisin turn can cause awater supply failure and an excessve use of sdlt.

The above plant mafunctions can best be detected by doing continuous, on stream andyds. Strictly
gpeaking, the best and most reliable analyzers can only do grab samples in ragpid successon. lon
chromatography instruments or insruments using ultraviolet detectors can make andyses a afrequency of
about 12 analyses per hour. One or more of these instruments shoud be employed in this testing
procedure.

12.2 Objective

The objective is to test the consstency, reliability and stability of the plant to produce water meeting the
water quality nitrate objectives. Thiswill be done by monitoring the nitrate levelsin three different Sreams
and one monitoring stream by using automatic, continuous, on Site, 24 hour per day sampling and andysis
for aperiod of 60 days.

12.3 Work Plan

Preplanning: The most active season of nitrate plant operation should be determined prior to the start of the
testing program. Some plants operate only during summer periods of high water demand others are most
active during the growing season when fertilizersare used. A site plan will be prepared to show, housing,
location of equipment, benches, snks, sampletaps, samplelines, dectrica power and drainage. Location
of computer and/or recording ingtrumentswill be shown. If modems are used, show locations of telephone
access lines. More than one analyzer may be needed.

Set Up: Allow one month for set up and testing the andlyzer. The nitrate analyzer will be set up in an
enclosed areaat the plant Ste and separate samplelineswill be connected to supplies of treated, untreated,
blended, and a monitor supply, for delivery to the andlyzer. The monitor supply will be provided from a
batch container and will be prepared from chemical standards having a nitrate composition of 10 mg N/L
and the gpproximate composition of bicarbonate, chloride and sulfatein the product water. Flow of sarpe
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will be regulated or delivered viatimed sample pumps to prevent sample contamination from other water
sources. A cdlibration standard will be used as recommended by the manufacturer of the analyzer.

Operation of Anayzers: Continuous nitrate analyseswill be performed for aperiod of 60 days on each of
thethree streams of blended water, treated water and untreated water. The anayzerswill be programmed
to sample each stream in succession. A sample from the monitor solution will aso be analyzed to dlow
corrections to the nitrate data to be made.

Automatic andyzersusudly have provisonsfor chart recording or serid portsfor transfer to computer files.
Thelatter can be stored in the computer and aso ddlivered to remote locationsvid modemtransfers. The
latter would have the advantage of low cost data management and collection by the testing organization.

DataInterpretation: The data collected on the three different streams can berapidly and easily examined in
the form of computer data files and spreadsheet graphics. The following data should be obtained:

Tota number of nitrate analyses obtained from each stream
Average nitrate level obtained over each 24 hour period, each week, and for 60 days
Standard deviation for each stream

Number and frequency of exceeding water quality objectives
Number and frequency of nitrate spikes

Duration of nitrate spikes

Reation of soikesto daily time

Reation to diurnd temperature as obtained from local weether data
Relation to vessdl cycles as recorded by plant operator

Relation to operator activities as reported by operator

Relation to maintenance operation as reported by operator
Relation to water production as reported by operator

12.4 Schedule

Task 6 will be conducted over a continuous 60 day period which can coincide with other scheduled tasks.

13.0 TASK 7. QUALITY ASSURANCE AND QUALITY CONTROL
13.1 Introduction

Quadlity assurance and qudlity control of the measured water qudity parameters shal be maintained during
the Verification Testing program.
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132 Objective

The objective of this task is to maintain strict QA/QC methods and procedures during the Equipment
Verification Testing Program to provide accurate data from which reliable conclusons and eva uations can
be made. Maintenance of strict QA/QC procedures and records is important, in that if aquestion arises
when anayzing or interpreting data.collected for agiven test or experiment, it will be possbleto verify exact
conditions at the time of testing through procedure and record recall.

13.3 Work Plan
13.3.1 Plant Metering Devices

Metering devices, flow meters, pressure gauges, thermometers, sensors, anadyzers, probes, and
associated dectronic Sgnals should be ingpected and verified to be working or not on a routine
bass. A daily wak-through during testing will be established to verify that each piece of equipment
or instrumentation isoperating properly. In-line monitoring equipment such asflow meters, etc. will
be checked to verify that the readout matches with other meters registering the same flow stream
andthat the signal being recorded iscorrect. Accurately cdibrated flow metersmay be attached to
the plumbing to aid cdibration.

Accuracy of readings need be verified at least once per week.
13.3.2 On-Site Analytical M ethods

Use of portablefield test equipment will be used unlessregular |aboratory wet chemical capabilities
are available for the on-gte measurements. Accuracy of cdibrated field kits should be determined
by comparison with olit sampleanalysisby acertified lab. For dl sample collections, preservation
and storagefor later andys's and the andyses themsel ves should be done according to recognized
procedures listed as acceptable for drinking water in Standard Methods or EPA Methods.

13.33 Nitrate Grab Samples

Nitrate andyseswill bethe most frequently performed andysis. Itisvery convenient to usethefied
test kitscommercidly availablefor drinking water samples such asHach NI-11 and amilar kits. A
variety of kit types are available ranging in price and sophidtication. The procedures for using the
kits should be carefully followed. In addition, it has been found that results can vary with the
individua preferencesand practices. Colorimetric comparators are particularly troublesome. The
nitrate measurements should be made by one person who has practice and proven competence
with the method.

If acolor comparator using acolor graduated circular disk isused thefollowing precautions should
be made.

1) Read agang light reflected from awhite pand lit by a good white light dispersed light
source such as a fluorescent bulb.
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14.0

141

2) Never use ky light or sunlight.
3) Usethe same light source and position for dl readings.
4) Cdlibrate againgt known standards.

5) Make anew cdibration if the anadyst changes, the light source changes, the color whedl
changes, at least once per week in any case.

Inany case, regardless of thekit used, acaibration should be performed against known standards
once per week and every tenth sample should be a sample of known concentrations.

13.34 Continuous Nitrate Sampling and Analysis

The use of continuous sampling nitrate andyzerswas discussed under a separate section of thistest
plan. These instruments can be programmed for calibration at set intervals. The use of a monitor
solution isa so recommended to save calibration solution and time. The monitor solution should be
abatch source of known concentration containing representative concentrations of the other mgjor
ions. Corrected readings will be based on both the monitor readings and the standard solution
readings.

13.3.5 Chloride, Sulfate, Alkalinity

Laboratory and field test kits are also available for doing analysesfor theseions. Thekit selected
should use methods listed in Standard Methods.  Each method should be field calibrated over a
range of concentrations available in the various streams subject to anadyss. Split samples should
a0 be submitted to a Sate certified |aboratory for checking accuracy of the fidd kit andyss.

13.3.6 Off-Site Analyses

Inorganic chemica samplesshall be collected and preserved in accordance with Standard M ethod
3010B. The samples should be refrigerated a approximately 2 to 8°C immediately upon
collection, shipped in a cooler, and maintained at a temperature of approximately 2 to 8°C.
Samples shal be processed for andyss by a dtate-certified, third party accredited or EPA
accredited laboratory within 24 hours of collection. The laboratory shdl keep the samples at
approximately 2 to 8°C until initiation of andysis.

TASK 8. DATA COLLECTION METHODS, MANAGEMENT AND REPORTING

I ntroduction

It isimportant to give considerable thought prior to the start of any data collection regarding the collection
methods and management of data. Datamanagement and the reporting and eval uation of thedatashould be
integrated with each other because of the limited time dlowed for the testing plan.
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The datacallection methods used in the verification testing program shdl involve the use of manud fied note
books, logs, fidd forms and/or computer files of software programs. Any software used must be
compatiblewith NSF software preferences. It isparticularly important that datafrom the continuous nitrate
andysis indrumentation be kept on compuiter files, as this provides a convenient method of collection,
transfer, storage and evauation.

It should be considered from the outset, that the method of data collection and management employed by
the plant owner/operator was designed in response to plant operation and regulatory reporting and should
not be a primary source of the data required by the testing plan. Plant testing is not an objective of plant
operation. The primary objective is to provide safe drinking water to the public. Consequently, it is
preferred thet the field testing organi zation remain asindependent as possible from the data system adopted
by the owner/operator. The datacollection and management system used for daily plant operationisitself a
part of the plant and isevauated in Task 5 above. Vdid testing should therefore be done using independent
methods of data collection and management.

14.2 Objective

Theobjective of thistask istoimplement methods of data collection, management, and evaluation which are
consgtent with the testing plan and prepare the fina report product.

14.3 Work Plan
14.3.1 Manual Methods

Thefield testing organization will prepare dataforms or log formsto be used by their personnel to
collect the datarequired for each of the specific tasks as described above. Oneindividud, theDaa
Manager, will be assgned the data management task. All origina completed dataformsand logs
will be submitted to the DataManager for filing and transfer. The DataManager will bean engineer
or scientist experienced in water trestment and testing and will beclosdy involved in thetesting plan
onadally bass. The DataManager will compile the manually obtained datainto computer filesfor
usein spreadsheets or other datamanagement software and retained for dataevauation. The Daa
Manager will dso review data and make eva uations regarding water quality objectives and plant
characteristics based on current data. The Data Manager will aso organize the data according to
the outlines of the quarterly and fina reports and be active in the preparation of the reports.

14.3.2 Automatic M ethods

Datafrom automatic recording devicesmay betransferred to eectronic filesfor storage and recdl
ether with field computers or by remote transfer to the DataManager for the project. If available,
the Data Manager shdl download the files once a day during autometic data collection periods.
The data from the autométic nitrate andyses is an example of this gpplication.
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14.3.3 Secondary Data

The data collected by the plant owner/operator is consdered as secondary datain thistesting plan.
The Data Manager will coordinate the collection of secondary data with the owner/operator.

14.3.4 Data Interpretation

Thedatawill beinterpretedin light of the water qudity objectivesand other operationa objectives
to verify the plant performance.

14.3.5 Report Preparation

The report will be organized by task number plus other sections appropriate for the 60-day test
period and will contain a description of al data obtained during the test program. The report will
include an executive summary, datasummearies, datacharts, datatables, and conclusions, which can
be drawn concerning the plant performance and the achievement of performance objectives.

Thefind report will contain an Executive Summeary that will indude the following information given
in brief tabular form:

Pant Identification:

— Dedgn dassfication of the equipment

— Location of thetest Site

— Maximum flow rate, g.p.m.

— Duration and dates of testing period

Achievement of Objectives.

— Whether or not the water quality and secondary objectives were achieved

— Casss, if any, where the plant failed to meet objectives

Performance Characteritics:

— Theamount of salt used per day, per month, per year

— The amount of sat used to produce blended water, pounds per 1000 and million

gdlons

— Theaverage BUF of the operating plant

— The cost of regenerant per 1000 galons of blended water

—  Percent of wastewater produced

— Instances of operationd problems or difficulties

— Evauation of equipment qudity, construction and service
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— Evduation results of cross-connection devices

— Number of shut down darms during operation

— Maintenance leve required

— Ovedl rating and evauation

Estimated Cost:

— Annuad maintenance cost

— Annud operating cost including capital amortization
Projections:

— The performance characterigtics of the plant and costs will be projected for various
representative compositions of feed water with (1) greater and (2)lesser amounts of
each of the four mgor anions.

14.3.6 Report Submission and Comments

A draft find report will be submitted to the manufacturer for comments. The find report will
address the comments of the manufacturer.

14.4  Schedule

The data collection methods and data management will be in effect throughout the test program. A draft
find report will be submitted after the 60-day test period followed by afind report.

150 OPERATIONSAND MAINTENANCE

Thefallowing are recommendationsfor criteriafor O& M Manuasfor ion exchange equipment and should
be evauated by the Feld Tegting Organization during verification testing.

15.1 Maintenance
15.1.1 Component Maintenance

The maintenance section will include referencesto equipment manuas, which describe maintenance
procedures and calibration procedures. Refer to manuals prepared by each manufacturer of each
component, which requires maintenance. The manufacturer’s manuas must be provided in an
gppendix. Summarizethe maintenance and cdibration procedures, which are recommended by the
manufacturer of each of the mgor components, vaves, meters, ingruments and controllers.

Provide a Maintenance and Cdlibration Schedule or Table indicating recommended frequency of
maintenance and the specific maintenance activity for each maintained component.
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15.1.2 Plant Maintenance

The following items must be addressed regarding generd plant maintenance:
Testing resin samples for capacity and breskage.
Ingpection and cleaning of vessd interiors and ion exchange resin.
Inspection of dAl piping connections for leskage.
Keeping the plant area clean and free of debris.
Ingpection and renewd of painted surfaces such as vessdls, piping, housings, €tc.
Ingpection of sample linesfor free flow samples.
Inspection of al vaves for leskages.

Inspection and maintenance of al back flow preventors and cross connection devicesfor
leakages and/or mafunctioning.

Inspection and maintenance of air pressure throughout the system for automatic valves.
Ingpection of al eectrica cables, voltages, and heat production areas and devices.
Inspection of brine pumps and brine leakages in brine maker area.

Ingpection of fire extinguishers, air packs, showers, eye washes and other safety devices.
Inspection of controller cables, cabinet interiors, relays, heat generation and functioning.
I ngpection and routine tests of computer components, printers, modems, etc.

Supply of sdt for brine making.

Chemicd supplies for andytical devices and procedures.

Supply of andytica sampling bottles.

Supply of recording paper and computer printer paper.

Any other items required for proper plant operation.

15.2 Operation

The operation manua section should be prepared by a person who has field experience and has actually
operated the equipment and can give a clear description of theory and practice of operation. Input from
design engineers or other office-confined personnd should be minimized. The materid must be presented
from the plant operator’s point-of-view and should not be highly technica or engineering oriented. The
operation of each mgor component must be addressed without reference to equipment brochures supplied
by subcomponent suppliers.

Water Quality Objectives: These shdl be of primary importance.
Theory of Operation: Text and diagrams shdl be provided, as well as a section on
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terminology. These materials shdl be a alevel understandable by plant operators.

: Description of the Process: Text and diagrams shal be provided, aswell asasection on
terminology.

Flow Diagram: Normd operating flow ratesand daily cumulative amounts shdl be shown.

Piping and Instrumentation Diagram: A non-engineering presentation that can be
understood by non-engineer plant operator shal be provided, referencing dl valves and components
according to 1D labels placed on all components (valves, piping, flow direction, etc.). AnID labd and
aclearly marked indicator of OPEN or CLOSED status shdl be provided for each valve.

- Automatic Controller(s): The principle of operation shal be described and the start up
and shut down procedures, reagents required, calibration procedure, accuracy and interfaceand plant
ghdl be given.

Manual Oper ation: Method of operation if controllersfail to function shall be described.

Data Coallection and Recor ding Devices. A section for each device shdl be provided,
describing the operation and accuracy and calibration procedure.

L ocation and Oper ation of M etersand | nstruments: Eachitem shdl be specified and
an ID labd given.

Alarms.

A section on each of the following shall be included:
Start-up procedure
Plant settings, service batch, blend percent, brine batch, rinse and backwater water
Plant monitoring procedure
Expected typica performance
Manud shutdown of the plant
Redarting the plant after manua shut down darms
Regtarting the plant after automatic shut down darms
Alarm removal procedure
Renitidizing and resarting
Adjugting the plant settings to lower nitrate levels
Adjusting the plant to increased nitrate levels
Adjusting plant to reduce salt consumption
Adjusting plant to reduce waste production
Adjusting plant in response to changes in untrested water composition
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Table 3. Analytical Methods

Parameters Laboratory Standard Laboratory EPA
Methods' number or Other | M ethod?
Method Reference
General Water Quality
pH 4500-H" B 150.1/150.2
Total akdinity 2320B
Temperature 2550B
Conductivity 2510B 120.1
Total Dissolved Solids 2540 C
Coalor 2120 B (Hach Company modif. of
SM 2120 measured in
spectrophotometer at 455 nm)
Inorganic Water Quality
4110 B / 4500-NO3” D, F 300.0/ 353.2
Nitrate
Chloride 4110 B / 4500-CI' D 300.0
Sulfate 4110 B / 4500-SO," C, D, F 300.0/ 375.2
3111 B 200.7
Sodium
3500-Ca'? D
Calcium Hardness
2340 C
Totd Hardness
2320B
Alkdinity
Iron 3111 D/ 3113B/ 3120 B 200.7/200.8/ 200.9
Manganese 3111 D/3113B/3120B 200.7/200.8/200.9

Bicarbonate, HCO;

Calculation

Organic Water Quality

Tota organic carbon | 5310C
Microbiological

Algae, number and 10200 F
species

Heterotrophic Plate Count | 9215 B

Notes:
1) Standard Methods Source: 20th Edition of Standard Methods for the Examination of Water and
Wastewater, 1999, American Water Works Association.

2) EPA Methods Source: EPA Office of Ground Water and Drinking Water. EPA Methods are available
from the National Technical Information Service (NTIS).
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